
INSTALLATION INSTRUCTIONS
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Surface mounted fire door coordinators
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Notes:
1. Install coordinator before any other 

hardware, except hinges and leaves. 

2. Frames must be adequately reinforced.

3. Select coordinator size based on the 
information provided below.

Coordinator Length:
•  The bar coordinator standard length should be equal to the active leaf's width 
(A) plus 1/2 the inactive leaf's width (B).
• For cases where above condition cannot be met, the bar coordinator length (X) 
must be at least 6" (152.4mm) longer than the active door width (A).
• The bar coordinator length must not exceed the overall frame opening 
between stops (C).  

Example 1:
Active leaf width (A): 42” (1066.8 mm)
Inactive leaf width (B): 42” (1066.8 mm)

Recommended coordinator:
DS1707M UL-60
Optional coordinator:
DS1707M UL-52
 

Example 2:
Active leaf width (A): 36” (914.4 mm)
Inactive leaf width (B): 18” (457.2 mm)

Recommended coordinator:
DS1707M UL-42
Optional coordinator:
DS1707M UL-52
 

52” Illustrated 

Bracket plate
TriggerLever

Bracket plate

QuantityDescription Parts

ST5.5 x 1½” round
head self-drilling screws 

ST4.2 x 3/4" flat
head self-drilling screws 
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A (Active leaf)

B (Inactive leaf)

D (Coordinator) E (Filler bar)

C (Width between edge of door stop)

Filler bar

X

COORDINATOR  
Art # Length 

DS1707M UL-32 32” (812.8 mm) 
DS1707M UL-42 42” (1066.8 mm) 
DS1707M UL-52 52” (1320.8 mm) 
DS1707M UL-60 60” (1524.0 mm) 

FILLER BAR  
Art # Length 

DFB1200M 12” (304.8 mm) 
DFB2000M 20” (508.0 mm) 
DFB3600M 36” (914.4 mm) 
DFB4800M 48” (1219.2 mm) 
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Step 1:
To install the door coordinator, locate it as shown in the table below, hold it in position, and then use self-drilling 
screws to mount it.

 * A filler bar may be provided to bridge the gap between the end of the coordinator and the inactive leaf frame.

Active leaf Inactive leaf
Bracket plate

1/16”
(2 mm) Door stop

TriggerLever

Inactive leafBracket
plate

Bracket
plate

C

D
E

F
G

H

K

Filler bar

A

B
23/8”

(60 mm)
7/8”

(22.2 mm)
7/8”

(22.2 mm)

23/8”
(60 mm)

31
/6

4”
 (1

2.
4 

m
m

)

21
/3

2”
 (1

6.
7 

m
m

)

11/16”
(17.4 mm)

17/64”
(28.2 mm)

21/32”
(16.7 mm)

Active leaf

INSTALLATION INSTRUCTIONS
Art#: DS1707M Series
Surface mounted fire door coordinators

ART # LENGTH K 
DIMENSIONS 

A B C D E F G H 

DS1707M UL-32 32” (812.8 mm) 1-1/2” 
(38 mm) 

27-1/2” 
(699 mm) 

7/8” 
(22 mm) 

4” 
(101 mm) 

4-11/16” 
(119 mm) - 26-9/64” 

(664 mm) 
31” 

(787.4 mm) 

DS1707M UL-42 42” (1066.8 mm) 1-1/2” 
(38 mm) 

37-1/2” 
(953 mm) 

7/8” 
(22 mm) 

4” 
(101 mm) 

4-11/16” 
(119 mm) 

27-5/8” 
(702 mm) 

36-9/64” 
(918 mm) 

41” 
(1041.4 mm) 

DS1707M UL-52 52” (1320.8 mm) 1-1/2” 
(38 mm) 

47-1/2” 
(1207 mm) 

7/8” 
(22 mm) 

4” 
(101 mm) 

4-11/16” 
(119 mm) 

27-5/8” 
(702 mm) 

46-9/64” 
(1172 mm) 

51” 
(1295.4 mm) 

DS1707M UL-60 60” (1524.0 mm) 1-1/2” 
(38 mm) 

55-1/2” 
(1410 mm) 

7/8” 
(22 mm) 

4” 
(101 mm) 

4-11/16” 
(119 mm) 

27-5/8” 
(702 mm) 

54-9/64” 
(1375 mm) 

59” 
(1498.6 mm) 
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Step 2:
Before mounting coordinator on frame, need to confirm the below:
A-  Mount the coordinator to align with the bracket plates at the full stop line.

Step 3:
After mounting the coordinator, check if the active and inactive leaves are functioning correctly and closing in 
sequence. If not, repeat step 1 & 2 to adjust the coordinator mounting position.

Step 4:
Mount the bracket plates on the leaves so that they face the lever and trigger. 
Ensure that the plates are correctly positioned to protect the leaves.

B-  Keep gap < 1/32” (1 mm).

Door stop seal

Active
leaf

Bracket
plate

Rabbet

Coordinator

Soffit

Leaf

Rabbet

Soffit

Compressed
door stop seal

Coordinator should be aligned with the
backet plates

Coordinator

Bracket
plates

Full stop line

< 1/32” (1 mm)
Frame

Lever

Coordinator

Full stop line

Bracket plate
Active leaf

Compressed
door stop seal
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Side view

Top view

Bracket plate

0.08” (2 mm)
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DB214M Mounting bracket 
for stop width over 2¼”
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3/16”-24 x 1½” (4 pcs)
Machine screws flat head
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3/16”-24 x 2” (2 pcs)
Machine screws flat head

3/16"-24 x 1½” (4 pcs)
Machine screws flat head


